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Firing Parameters & Furnace Programming Instructions

Furnace Type: Ivoclar Programat CS furnace

Program Cycle: MiYO Color/InSync Glaze & correction cycle on milled/crystallized lithium disilicate & zirconia single
unit restorations.

Program Duration:  ~15 minutes* (*duration may vary)

Steps to create the program in your CS furnace:

1. From your home screen, use the arrow keys “< >” to select an available program to create the new program.
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2. Press the “Screwdriver “button.
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3. Press the arrow keys “< >” until you see “Programming” on the screen.
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4. Pressthe “Enter” button.

IPS e.max* CAD

: ]
PROGRAW 3 Programat

Page 2 of 9 QJENSEN DCF 6855 Rev 0

DEMNTAL



miy

6. Pressthe “- +“ buttons to change the “Elbow” icon to the double “Elbow” icon.
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7. The double “Elbow” icon is shown below, this means the program is a 2-stage program.
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8. Press the arrow buttons “< >"” to move between the settings, press the “+ -“ to change the value for each
setting. Your settings should look like the screen image below:
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9. Press the arrow buttons “<>” to select “->2” then press the “Enter” button to continue programming the
second stage.
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10. Press the arrow “< >” buttons to move between the settings, press the “+ -“to change values.
Your screen should reflect the settings in the screen image below:
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11. Press the “Screwdriver” button.
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12. Press the arrow “< >” buttons until “Renaming” is displayed onscreen.
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14. Press the arrow “< >

buttons to move between letters, press the “Enter” button to select each needed
letter. e — -
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15. After you name your new program, select . , the key to the right of “L” then press the “Enter” button to
save the new program.
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16. Use the arrow “< >

buttons until “Programming” is displayed onscreen
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17. When “Programming” is displayed onscreen, press the “Enter” button.
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19. When you see the lock symbol on screen, press the “ESC” button twice to exit.
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20. Congratulations! You've created your new MiYO Chairside program!
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If you need additional assistance, please feel free to contact Jensen Technical Support by calling 800-
528-5531, or text 203-974-7996, or email service@jensendental.com.
Please remember to include your name and call back number.
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