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Firing Parameters & Furnace Programming Instructions

Furnace Type: Ivoclar Programat CS2 furnace
Program Cycle: MiYO Color/InSync Glaze & correction cycle on milled/crystallized lithium disilicate &
zirconia single unit restorations.
Program Duration: ~15 minutes*  (*duration may vary)
Program Parameters:
Program Step 1 Furnace Parameters
Standby Temperature 450°C
Predrying Temperature 450°C
Predrying Time 03:00 min
Vacuum 1 (V1) off
Vacuum 2 (V21) off
Temperature Increase/Min {t1.71) 45°Cfmin
High Temperature (T1) 580°C
Closing Time (S) 04:00 min
Holding Time (Hi) 00:40 min
Program Step 2 Furnace Parameters
Vacuum 1 (V1) 580°C
Vacuum 2 {V24) 719°C
Temperature Increase/Min (tz1) 45°C/min
High Temperature {T2) 720°C
Long Term Cooling (L) Off
Holding Time (H:) 01:00 min

Steps to create the program in your CS2 oven:
1. Pressthe “Home” button, indicated by the red arrow below. Then select “Individual Programs”, indicated by the
yellow arrow below.
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2. Press the “Parameters” button, indicated by the red arrow below.

3. Press the “Options” button to set up the two-stage program. The “Options” button is located at the top right
corner of the screen, indicated with the red arrow below.

4. From the Options Screen, press the “B” button to set the “Stand-by Temperature” to 450°C, also turn on the “Two-
stage program” option. Both parameters are indicated with a red arrow in the image below.

5. Press the right arrow button at the bottom of the screen to continue setting options.
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6. Set the “Predrying Temperature” to 450°C and “Predrying Time” to 03:00 by pressing each applicable button.

7. Press the “close” button at the bottom of the screen once your options match the screen images above.

8. Set all parameters for step 1 as follows:
V1 = Off, V2 = Off, t = 45°C/min, T = 580°C, S = 04:00, H = 00:40.
Once step 1 parameters are entered, press the Step button to program step 2 buttons.

9. Program all parameters for Step 2 as follows:
V2 =719°C, V1 =580°C, t =45°C/min, T = 720°C, L = Off, H = 01:00
Your screen should match the image below.
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10. Name your new 1u MiYO program by pressing the Admin button indicated with the red arrow below:

11. Press the first available button to name your MiYO Single Units program. When you press the available button, see
red arrow below, a larger window will open with a keyboard.

12. Use the on screen keyboard to type in the name of your new program. Click the green check button in the bottom
right corner to save the new program.

Program name

...MiYO Single Units
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13. From the main screen, press the “Options” button to access the ability to lock your program. The “Options” button
is located at the top right corner of the main screen, indicated with the red arrow below.

15. Press the “close” button at the bottom left corner of the screen to return to the main screen.

If you need additional assistance, please feel free to contact Jensen Technical Support by calling 800-528-
5531, text 203-974-7996, or email service@jensendental.com.
Please remember to include your name and call back number.
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