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Firing Parameters & Furnace Programming Instructions

Furnace Type: Ivoclar Programat CS6 furnace

Program Cycle: MiYO Color/InSync Glaze & correction cycle on milled/crystallized lithium disilicate &
zirconia single unit restorations.

Program Duration: ~15 minutes*  (*duration may vary)

Steps to create the program in your CS6 oven:
1. Pressthe “Home” button, then select “Individual Programs”, both indicated by a red arrow below.

2. Select the “Parameters” button, indicated by the red arrow below.
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3. Press the Admin button to name the program. Click the “Program name” button, then type “MiYO Single Unit” to
name the new program. Save the new name by pressing the green check mark. See three screen images below.
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4. Press the “Close” button, then select the step one button, indicated by the arrow below.

5. Program each button like the screen image below.
Make sure to program V1 & V2 and press the trash can next to step 3 to delete that step.

6. Select the bottom right button labeled “Off”, see screen image below:
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7. Press the “Glaze” button for the pre-drying type

8. Confirm your newly created program settings match the image below:
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9. Press the Options botton, top right button, then the lock icon labeled “Write protection”, this will avoid
unintentional changes to your saved program.
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10. Press the “close” button once, then the “back” button twice (located at the bottom left corner of the screen) to
return to the main screen.

If you need additional assistance, please feel free to contact Jensen Technical Support by calling 800-528-
5531, or text 203-974-7996, or email service@jensendental.com.
Please remember to include your name and call back number.
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